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INSTALL A 68 FT. X

6 FT. VEHICLE LOOP DETECTOR (4-TURNS) ENCASED IN A l/g4 IN FLEXIBLE TUBING.
IN. LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR WIRE SLEEVE.

INSTALL A 1
INSTALL ELECTRIC HANDHOCLE.
« INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.
ABANDON EXISTING VEHICLE DETECTGR.
INSTALL A & FT. X 30 FT. QUADRUPOLE VEHICLE LOOP CETECTOR ENCASED IN Al4gN. FLEXIBLE TUBING.
INSTALL A 1 IN. GALVANIZED STEEL CONDUIT FOR DETECTOR WIRE SLEEVE.
INSTALL 24 IN. WHITE REFLECTIVE THEROPLASTIC PAVEMENT MARKING TAPE.
. DELETED.
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There is one

(1) proposed handhole .

[ocated within this area.

REWIRE EXISTING SIGNAL HEADS AND PUSHBUTTON.

REMOVE EXISTING SPAN WIRE AND ELECTRICAL CABLE.

INSTALL 2 IN. PVC SCHEEDULE 80 ELECTRICAL CONDUIT — BORED.

MAINTAIN EXISTING LOOP DETECTOR AND RE-SPLICE TO NEW 2 CONDUCTOR ALUMINUM SHIELDED ELECTRICAL CABLE.
INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.

REMOVE EXISTING SIGNAL HEAD OR SIGN.
RELCCATE EXISTING SIGNAL HEADS ON EXISTING MAST ARM, AND INSTALL PROPOSED SIGN AS SHOWN.
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| J. RELOCATE EXISTING W3-3 ON NEW 4” X 4” WOODEN SIGN SUPPORT.
MOT LEGEND - R GENERAL_NOTES
DEVICE ¢ 1 L. INSTALL A 4 IN. PVC SCHEDULE 80 ELECTRICAL CONBUIT - SLOTTED PRIOR TO THE FINAL ROADWAY SURFACE COURSE. 1. REFER TO MAINTENANCE OF TRAFFIC PLANS FOR ADDITONAL DETAILS.,
Iﬁi CHANNELIZATION DEVIC = S ) M. REMOVE EXISTING SIGNAL HEADS. AND SIGNS, AND INSTALL PROPOSED SIGNAL HEADS AND SIGNS AS SHOWN. 2. THE LOCP DETECTORS AND CONDUITS ARE TO BE INSTALLED PRIOR TO THE INSTALLATION
o N. USE EXISTING HANDHOLE., OF PAVEMENT MARKINGS.
0|2 3. REFER TO SIGNING, PAVEMENT MARKING, AND INTERCONNECT PLANS FOR ADDITIONAL DETAILS. STAGE 1II
. PROPPOSED CONSTRUCTION = [ 0. USE EXISTING CONDUIT.
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